
Spray adheSive

Our advice is based on extensive research and practical experience. However, in view of the large variety of materials and the conditions under which our products are applied, we assume no responsibility for the results 
obtained and/or any damage caused by the use of the product. Nevertheless, our Service Department is always at your disposal for any advice needed.
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6305105 - Griffon Spray adheSive aeroSol 500 ml nl/fr

aromatic-free, univerSal, liquid Spray adheSive

product deScription
Aromatic-free, universal, liquid spray adhesive based on SBR rubber.

field of application
For mutual bonding or temporary fixation of paper, cardboard, felt, fabric, cork, 
polystyrene foam, polyurethane foam and metal foils and to surfaces made 
of wood, hardboard, chipboard, glass, concrete and metal. Highly suitable for 
temporary fixation of templates.

propertieS
· Bonds immediately 
· Aromatics-free 
· Universal 
· Moisture resistant

preparation
Working conditions: Do not use in temperatures ≤ +�0°C.
preliminary surface treatment: Clean and degrease the surfaces to be glued 
using Griffon Reiniger.

application
coverage: 5 m²/litre, applied on both sides.
directions for use:  
Shake Aerosol well before use. 
 
Temporary fixation:  
�) Apply adhesive thinly and evenly to one of the surfaces from a distance of 
approx. 25 cm.  
2) Allow to dry for a minimum of 20 minutes.  
3) Join materials and press firmly.  

 
Permanent bonding:  
�) Apply adhesive thinly and evenly to both surfaces from a distance of approx. 
25 cm.  
2) Allow to dry for a minimum of �0 minutes.  
3) Join materials and knock, roll or press together firmly. 
 
After spraying, hold the aerosol upside down and press the spray button until 
only propellant and no adhesive is emitted anymore. This prevents clogging of 
the aerosol.
Stains/residue: Wet adhesive residue can be removed using Griffon Cleaner. 
Dried adhesive residue can be removed mechanically or by using a paint 
stripper.
points of attention: The technical data provided apply to the base adhesive 
without propellant.

cure timeS
dry/cure time: approx. 20 minutes (fixation); �0 minutes (permanent 
bonding).
* Curing time may vary depending on a.o. surface, product quantity used, humidity level and ambient 
temperature.

technical propertieS
temperature resistance: From -40°C to +50°C.

technical SpecificationS
chemical base: SBR Rubber
viscosity: approx. 20 mPa.s.
Solid contents: approx. 22 %
density: approx. 0.72 g/cm³

StoraGe conditionS
A minimum of 24 months. Limited shelf life after opening. Store in a dry, cool 
and frost free place.
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